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Abstract 
The test data of metals, brittle materials and polymers in high, 
medium and low strain-rate range were summarized. It was found 
that the dynamic strength or yield stress of these materials was 
not sensitive to strain-rate in the low and high strain-rate range 
(corresponding to weak sensitivity area and saturated zone). But 
in the medium strain-rate range (strong sensitivity area), the 
dynamic strength or yield stress of these materials was extremely 
sensitive to strain-rate. The strain-rate effect function in classic 
Johnson-Cook constitutive model could not describe these phe-
nomena in the range of low to high strain-rate. Therefore, the 
strain-rate effect function in classic Johnson-Cook constitutive 
model has been modified to a strain-rate effect expression which is 
suitable for different materials. This new model can better de-
scribe the phenomena of the weak sensitivity area, strong sensitiv-
ity area and saturated zone. With this model, the fitted curves are 
in good agreement with the test data, and the parameters are 
different for different materials. Finally, the fitting parameters are 
given. 
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1 INTRODUCTION 

The dynamic mechanical property of materials under impact loads is a hot research topic of the 
impact dynamics. The difference of the material behavior under impact loading and quasi-static 
loading is that the dynamic strength or yield stress increases as the strain-rate increases. Fig.1 illus-
trates the general features of dynamic strength or yield stress dependence on strain-rate (Qi et al., 
2009). In the lower strain-rate range, the material dynamic strength or yield stress increases slowly 
with increasing strain-rate (identified as Regime I, weak sensitivity area). Generally, the method of 
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hydraulic loading machine or microcomputer controlled material testing machine is used in this area. 
As shown in Figure 1, Regime II (named as a strong sensitivity area) is characterized by a rapid 
material strength or yield stress increase when the strain-rate exceeds a threshold level. Common 
test methods for this strain-rate range are split Hopkinson pressure bar (SHPB) test and expanding 
ring technology. At very high strain-rate in Regime III (referred to as a saturation zone), the dy-
namic strength or yield stress dependence becomes weak again, having similarity to Regime I. 
Common test methods for Regime III are plate impact test and one-stage light gas gun technology. 
Many studies focused on the dynamic behavior of materials in the lower strain-rate and moderate 
strain-rate range (weak sensitivity area and strong sensitivity area) [Wang and Wang ,2011; Ren et 
al., 2010; Pang et al., 2011; Fu et al., 2010; Zhou and John, 2001], and obtained a general conclu-
sion that with the increase of strain-rate, the dynamic strength or yield stress of materials is also 
increased. So the problem is that when the strain-rate continues to increase, will the strain-rate 
effect be continuing to increase? It obviously will obtain infinite strain-rate dependence. The solu-
tion for this problem given by some researchers (Tu and Lu, 2009;  Zhou et al., 2006) was that 
when the magnitude of the strain-rate was beyond 103 s-1, the dynamic strength or yield stress of 
materials no longer increased with the increase of strain-rate, and the strain-rate dependence is 
capped as that at 103 s-1. But they did not give explanations. Alves (2000) compared tensile flow 
stress data for mild steel under various strain-rates with conventional Cowper-Symonds equation, 
and Marais et al. (2004) compared the dynamic compressive data of mild steel and copper based on 
SHPB tests with the conventional Johnson-Cook (JC) and CS models. They found that the correla-
tion is not good unless the modification of the CS equation is made or the coefficients of these con-
ventional constitutive equations are changed. In this paper, through extensive literature study, the 
test data of metals, brittle materials and polymers in high, medium and low strain-rate range were 
summarized. The strain-rate effect function in classic JC constitutive model (Johnson and Cook, 
1983) was modified to a strain-rate effect expression suitable for different materials in a wide range 
of strain-rate. Fitted curves using the modified model are in good agreement with the test data, and 
these fitted curves all present a three-regime phenomenon. Parameters of the fitted curves are dif-
ferent for different materials. Finally, the fitted parameters are given. 
 

 
 

Figure 1   Dependence of dynamical strength/yield stress on strain-rates of engineering materials (Qi et al., 2009) 
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2 METALS 

2.1 7075 aluminum 

Zhang et al. (2011) performed experiments in a wide range of strain-rate to study the dynamic re-
sponse of 7075 aluminum from quasi-static uniaxial stress to uniaxial strain flyer impact. The quasi-
static tests of 7075 aluminum were carried on a microcomputer controlled material testing machine. 
Compressive dynamic tests in moderate strain-rate range were carried on a Φ14.5 mm SHPB set-up. 
Uniaxial strain flyer impact tests were performed by the use of Φ57 mm light gas gun combined 
with single point and double sensitivity VISAR testing system. Based on the stress-strain curves at 
various strain-rates, dynamic increase factor (DIF), defined as the ratio of dynamic strength or yield 
stress to the quasi-static strength or yield stress of materials, versus the common logarithmic of 
strain-rates can be obtained. 

As shown in Figure 2, at low strain-rates (approximately less than 102 s-1), the yield stress of 
7075 aluminum is not sensitive to strain-rate, and strain-rate sensitivity is weak. However, at mod-
erate strain-rates, the yield stress of 7075 aluminum is very sensitive to the strain-rate in a small 
range near 1.6×103 s-1. When the strain-rate is greater than 104 s-1, the strain-rate dependence of 
7075 aluminum becomes saturated, and the yield stress no longer increases obviously as the strain-
rate increases. 

 
 

 
 
 

Figure 2   The relationship between DIF and common logarithmic of strain-rate for 7075 aluminum 
 



836       Yu et al. / The strain-rate effect of engineering materials and its unified model 

 
Latin American Journal of Solids and Structures 10(2013) 833 – 844 

 

 
 

Figure 3   The relationship between DIF and common logarithmic of strain-rate for stainless steel 
 
 

2.2 Stainless steel 

Zhang et al. (2012) studied the dynamic mechanical properties of stainless steel at high strain-rates. 
Quasi-static tests were carried on an electronic universal testing machine with Φ5 mm×5 mm cylin-
drical samples, the strain-rate is kept as 0.001 s-1 through controlling the loading rate. Dynamic 
tests at five different strain-rates of 1100 s-1，2400 s-1，4000 s-1，8000 s-1 and 16000 s-1 were con-
ducted. Among them, compression dynamic tests at strain-rate of 1100 s-1 and 2400 s-1 were on 
Φ12.7 mm SHPB set-up with Φ5 mm×5 mm cylindrical samples. Φ2 mm×2 mm cylindrical samples 
used for strain-rates of 4000 s-1 and 8000 s-1, and Φ2 mm×1 mm cylindrical samples employed for 
the strain-rate of 16000 s-1, were tested on a Φ5 mm miniature SHPB set-up. 

Based on the above experiments, the relationship between DIF and the logarithmic of strain-
rates was obtained, as shown in Figure 3. It is shown that the relationship between DIF and the 
logarithmic of strain-rates exhibits obvious three regimes. The strain-rate sensitivity is weak in the 
strain-rate range of 0.001 s-1 to 1100 s-1. In the strain-rate range of 1100 s-1 to 8000 s-1, the strain-
rate sensitivity becomes strong. While with the increase of the strain-rate from 8000 s-1 to 16000 s-1, 
DIF increases slowly and tends to a saturation zone. 
 
 
3 BRITTLE MATERIALS 

3.1  Limestone and concrete 

Limestone and concrete were also observed to show certain saturation phenomenon of strain-rate 
dependence, as shown in Figure 4. The test data of limestone and concrete in low and medium 
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strain-rate range were obtained from Green and Perkins (1972) and Le Nard and Bailly (2000), 
respectively. Under high strain-rates, the test data of limestone and concrete were obtained from 
uniaxial strain tests by Brace & Jones (1971) and Gupta & Seaman (1978), respectively. Comparing 
experimental data at different strain-rates indicates that the limestone and concrete show obvious 
strain-rate sensitivity. From DIF versus the common logarithmic of strain-rate relationship of lime-
stone and concrete in Figure 4, the DIF of limestone and concrete also shows obvious three regimes 
with the increase of strain-rate, viz. weak sensitivity area, strong sensitivity area and saturated zone. 
 
 

 
 

Figure 4   The relationship between DIF and common logarithmic of strain-rate for limestone and concrete 
 

 

3.2 Domolite and granodiorite 

Qi & Qian (2003) studied the physical mechanism of the dynamic strength dependence on strain-
rate for rock-like materials. They found that, in the range of low strain-rate, the strain-rate depend-
ence of the dynamic strength was controlled by thermoactivational mechanism. With the increase of 
strain-rate, the macro-viscosity mechanism arises, and gradually becomes dominated. In high strain-
rate region, the inertial effect becomes significant, and the growth of defects of a wide range of sizes 
will be initiated simultaneously, and then the thermoactivational rupture of atomic bonds will in-
duce in the area without defects. Thus, the strain-rate sensitivity of dynamic strength was consid-
ered as the competition result between the coexisting thermoactivational and thermo-viscosity 
mechanism, which played dominated role in different strain-rate regions. A unified model of compe-
tition between thermoactivational and thermo-viscosity mechanism was given. 

The relation between DIF and the common logarithmic of strain-rate of dolomite and granodio-
rite is shown in Figure 5, where the two endpoints are experimental data from Grady (1998), while 
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others were predicted data by the model in Qi & Qian (2003). The fitted curves using the following 
proposed model are in good agreement with the data. 

 

 
 

Figure 5   The relationship between DIF and common logarithmic of strain-rate for domolite and granodiorite 
 

3.3 Sil icon carbide and alumina 

Qi & Qian (2003) studied silicon carbide and alumina using the method as descried in Section 3.2. 
The fitted curves using the following proposed model are in good agreement with the experimental 
data from Grady (1998) and predicted data by the model in Qi & Qian (2003), as shown in Figure 
6. The fitted curves have the phenomenon of three regimes. 
 

 
 

Figure 6   The relationship between DIF and common logarithmic of strain-rate for silicon carbide and alumina 



Yu et al. / The strain-rate effect of engineering materials and its unified model      839 

 
Latin American Journal of Solids and Structures 10(2012) 833 – 844 

 

4 POLYMERS 

4.1  PC 

Hu et al. (2006) studied the impact compression performance of polycarbonate (PC) by the use of 
Φ25 mm SHPB device. The quasi-static tests were performed on the MTS810 fatigue testing ma-
chine. The size of PC samples for these tests is Φ15 mm×8 mm. Test results showed that the de-
formation mechanism of PC under impact loading is obviously different from that under quasi-
static loading. The relation of the DIF and the common logarithmic of strain-rate for PC is shown 
in Figure 7. It is observed that the strain-rate sensitivity of PC is weak under lower strain-rates, PC 
shows strong strain-rate sensitivity at moderate strain-rates, and the DIF increases slowly with 
further increase of strain-rate and tended to saturation gradually. 
 
 

 
 

Figure 7   The relationship between DIF and common logarithmic of strain-rate for PC 
 

Sato et al. (2008) determined the stress-strain relationships of PC under uniaxial strain state 
over a very wide strain-rate range of 10-4 s-1 to 107 s-1. Plate impact tests combined with a newly 
modified unsteady wave sensing system, drop-weight tests, and quasi-static tests using universal 
and Instron testing machines were used for the high strain-rate (107 s-1), medium strain-rate (102 s-1) 
and low strain-rate (10-4 s-1) tests, respectively. An empirical formula of the relationship between 
stress and strain-rate was fitted according to the experimental data. It was found that the relation-
ship between stress and strain-rate under uniaxial strain condition is nearly linear over the wide 
range of strain-rate. 
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Figure 8   The relationship between DIF and common logarithmic of strain-rate for polyethylene. 
 

 

4.2  Polyethylene 

Al-Maliky and Parry (1994) studied the high-density polyethylene at very high tensile strain-rates 
(above 104 s-1) using an expanding ring technique, which involves placing a thin ring of polymer as 
a sliding fit around a hollow thick-walled cylinder. A blast wave generated by an exploding wire 
produces a pressure pulse acting on the internal wall of the cylinder. This pulse propagates through 
the cylinder wall and is partially transferred into the ring. The ring moves virtually instantaneously 
at a high velocity away from the cylinder and then decelerates under almost uniaxial tension as a 
result of the hoop stress. As can be seen in Figure 8, the relationship between DIF and the common 
logarithmic of strain-rate for polyethylene also exhibits the phenomenon of three regimes. 
 
4.3 Resin 

Gerlach et al. (2008) studied the mechanical properties of RTM-6 resin under impact loading. A 
novel pulse shaping technique and specimen design were employed for performing SHPB tensile and 
compression tests on RTM-6 resin. Test results are summarized in Figure 9. It is observed that the 
relationship between DIF and the common logarithmic of strain-rate obtained from either SHPB 
compression tests or tensile tests exhibits the phenomenon of three regimes. At lower strain-rates, 
the resin shows weak strain-rate dependence. When the common logarithmic of strain-rate is in the 
range of 3 to 3.5, the resin shows strong strain-rate dependence. Afterwards, DIF increases slowly 
with increasing strain-rate and gradually tends to saturation. 
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Figure 9   The relationship between DIF and common logarithmic of strain-rate for RTM-6 resin 

 
 
 

Table 1   The magnitude of two transition strain-rates for engineering materials. 
 

 Metals Brittle materials Polymers 
The first turning point 103 s-1 102 s-1 102.5 s-1 

The second turning point 104 s-1 104 s-1 103.5 s-1 
 
 
 

5 RESULTS AND DISCUSSION 

The data of metals, brittle materials and polymers at high, medium and low strain-rates were 
summarized (Figures 2-9). It is found that they have a common characteristic of having three re-
gimes and two transition strain-rates. But the magnitude of transition strain-rates is different for 
different types of materials. It may be due to the difference of the strength or yield stress for vari-
ous types of materials, viz. the deformation physical mechanisms of metals, brittle materials and 
polymers are different. According to the data shown in Figures 2-9, the magnitude of transition 
strain-rates for various types of materials is estimated and summarized, as shown in Table 1, where 
the magnitude of transition strain-rates is an approximate value rather than an exact value. 

Based on the data summarized in Figures 2-9, the mathematical expression for describing the 
strain-rate effect in the Johnson-Cook constitutive model is modified. The relationship between DIF 
and the common logarithmic of strain-rate is expressed as, 
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where A, B, C, m and n are fitted parameters;  

maxDIF  is the maximum DIF in the saturated zone; 
e  is the strain corresponding to the maximum strength or yield stress in the saturated zone;   ε  is 
the current testing strain-rate;     ε0  is the reference strain-rate, which is the strain-rate under quasi-
static tests;    εc was the strain-rate corresponding to the midpoint of strong strain-rate sensitivity 
regime, determining the location of this regime;  * ( )/ ( )

r m r
T T T T T= -‐ -‐ , T is the current testing 

temperature, 
rT  is room temperature, and  

mT  is the melting temperature of materials.  
It is found that data shown in Figures 2-9 can be well fitted by Eq.(1). The values of R2 for the 

fitted curves to those data in Figures 2-9 are summarized in Table 2. Fitted parameters of Eq.(1) 
for different materials are shown in Table 3. Since those data shown in Figures 2-9 are obtained at 
room temperature,  *T  is zero. Additionally, experimental data of engineering materials under high 
strain-rates and high temperatures are lacked. Accordingly, the parameter of m is not fitted. There-
fore, further validation is required for Eq.(1) under low and high temperatures. 

 
Table 2   The values of R2 for fitted curves to data. 

 
               R2                    R2                R2 

7075 aluminum 0.953 stainless steel 0.999 limestone 0.961 
concrete 0.951 domolite 0.982 granodiorite 0.993 

silicon carbide 0.986 alumina 0.934 PC 0.977 
polyethylene 0.849 resin (compression) 0.934 resin (tension) 0.938 

 
Table 3   The fitted parameters in Eq.(1) for different materials. 

 
 A B C n 

7075 aluminum 1.48 0.01 10.86 1.73 
stainless steel 0.02 0.00016 6.92 1.57 

limestone -8.93 0.012 3.81 1566.99 
concrete -1.90 0.0014 4.96 3161.18 
domolite -5.50 0.019 1.35 99.72 

granodiorite -5.94 0.17 1.93 110.34 

Silicon carbide -7.30 0.042 2.49 143.82 

alumina -1.59 0.023 2.75 310.64 

PC -7.67 0.05 6.67 172.76 

polyethylene 2.09 0.03 3.75 119.45 

resin (compression) -45.6 0.11 20.71 18.00 

resin (tension) 2.55 0.071 5.55 30.28 
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From Table 3, it is observed that the fitted parameters of Eq.(1) for different materials are dif-
ferent. However, among the values of A, B, C and n, there are similarities among these parameters. 
For the parameter of A, metals have positive values, and brittle materials have negative values, 
while the sign of A for polymers is uncertain. The value of B for all materials is very small. In the 
fitting process, it is found that the fitted curves agree well with data points, even different values of 
the strain-rate corresponding to the midpoint of the strong strain-rate sensitivity regime,    εc , are 
used. 

In general, constitutive models based on microscopic physical mechanisms are superior to empir-
ically phenomenological constitutive models. But the intrinsic mechanisms of materials are complex 
and diverse over a wide range of strain-rates (e.g. 10-4 s-1 to 106 s-1), which can not be well ex-
pressed in a single material model. Thus, until today, semi-theoretical material models still have 
great advantage in practical applications.  

 
 
6 CONCLUSIONS 

A large number of theoretical, experimental and numerical simulation studies have been done on 
the strain-rate effect of different materials under dynamic loading. It is found that there are two 
transition strain-rates for the strength or yield stress enhancement of these materials. When the 
strain-rate is over the first transition strain-rate, the strength or yield stress increases significantly 
with increasing strain-rate. And when the strain-rate is over the second transition strain-rate, the 
strength or yield stress increases slowly and tends to saturation with increasing strain-rate. The 
trend of DIF versus the common logarithmic of strain-rate can be divided into three regimes, viz. 
weak sensitivity area, strong sensitivity area and saturated zone. From the summarized data of 
metals, brittle materials and polymers in this study, it could be found that no matter what type of 
materials, such a common phenomenon of three regimes exists. For this phenomenon, a unified 
mathematical expression is proposed to describe the relationship of DIF and the common 
logarithmic of strain-rate. Fitted parameters of the expression are different for various materials as 
their dynamic mechanical properties are different. Fitted curves based on the proposed expression 
are in good agreement with data from various references. The expression for strain-rate dependence 
proposed in this study is relatively simple and feasible for practical applications over a wide range 
of strain-rates. 
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